
www.philips.com/welcome
1 

39 

 
45  

241P4



Obsah

1.  ..................................................1
 ...........1

 ...........................................2

 ............................................................3

 .......................4
2.1 

 ..............................................................4
 ......................................6

 ................................................10

 ........................11
 ...................................................11

 .............................................12
 ..........12

 ..........................19

 ..................................24

 ..........................................25

 .........................................26
 ...............................26

 .............................................26

 ..................................27
 ..............31

 ...................................32

 ..........................33

 ................39

 .....................39
 ...................41

 ...................................................45
 ........................45

 ...............................................................46
...............................47

 ................49



1

1. 

1.1 



2

1.2 



3

1.3 

WEEE

 



4

2. Nastavení monitoru
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2. Nastavení monitoru
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2. Nastavení monitoru

2.2 
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2. Nastavení monitoru
241P4QPYK:
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2. Nastavení monitoru

Main menu Sub menu

Picture

OSD Settings

Setup

Language

Color

Audio

Audio In，DisplayPort

Input

PowerSensor On

Off

0, 1, 2, 3, 4

Picture Format

Brightness

Contrast

Horizontal

Vertical

Transparency

OSD Time Out

Auto

V.Position

Phase

Clock

Resolution Notification

Reset

Information

English, Deutsch, Español, Français, Italiano,
Maryar, Nederlands, Português, Português do Brazil,
Polski , , Svenska, Suomi, Türkçe, Čeština,

한국어

Color Temperature

sRGB

User Define

VGA

DVI

DisplayPort

SmartResponse

SmartContrast

Gamma

OverScan

Pixel Orbiting

H.Position

Power LED

Wide Screen, 4:3

0~100

0~100

0~100

0~100

Off, 1, 2, 3, 4

5s, 10s, 20s, 30s, 60s

On, Off

Yes, No

0~100

0~100

0~100

5000K, 6500K, 7500K,
8200K, 9300K, 11500K

Red: 0~100

Green: 0~100

Blue: 0~100

Off, Fast, Faster, Fastest

Off, On

1.8, 2.0, 2.2, 2.4, 2.6 

Off, On 

Off, On 

0~100

0, 1, 2, 3, 4

0~100

On, Off

Volume

Audio Source

Mute

DPS On, Off 

Main menu Sub menu

Picture

Color

Audio

Input

ErgoSensor On

Off

Demo

Picture Format

Brightness

Contrast

Color Temperature

sRGB

User Define

VGA

DVI

DisplayPort

SmartResponse

SmartContrast

Gamma

OverScan

DPS

Pixel Orbiting

Wide Screen, 4:3

0~100

0~100

5000K, 6500K, 7500K,
8200K, 9300K, 11500K

Red: 0~100

Green: 0~100

Blue: 0~100

Off, Fast, Faster, Fastest

Off, On

1.8, 2.0, 2.2, 2.4, 2.6 

Off, On 

On, Off 

Off, On 

OSD Settings

Setup

Language

Horizontal

Vertical

Transparency

OSD Time Out

Auto

V.Position

Phase

Clock

Resolution Notification

Reset

Information

English, Deutsch, Español, Ελληνική, Français, Italiano,
Maryar, Nederlands, Português, Português do Brazil,
Polski , Русский, Svenska, Suomi, Türkçe, Čeština,
Українська, 한국어

H.Position

Power LED

0~100

0~100

Off, 1, 2, 3, 4

5s, 10s, 20s, 30s, 60s

On, Off

Yes, No

0~100

0~100

0~100

0~100

0, 1, 2, 3, 4

Audio In，DisplayPort

0~100

On, Off

Volume

Audio Source

Mute
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2. Nastavení monitoru
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2. Nastavení monitoru
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3. Optimalizace Obrazu

3. 
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3. Optimalizace Obrazu

3.2 

3.3 
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3. Optimalizace Obrazu



14

3. Optimalizace Obrazu
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3. Optimalizace Obrazu

6. 
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3. Optimalizace Obrazu
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3. Optimalizace Obrazu



3. Optimalizace Obrazu
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3. Optimalizace Obrazu

3.4 
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3. Optimalizace Obrazu
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3. Optimalizace Obrazu

3. 

4. 

5. 
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3. Optimalizace Obrazu
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3. Optimalizace Obrazu
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4. PowerSensor™

4. 

(k dispozici u 241P4QPY a 241P4QPYK)

ttaW ttaW
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5. Ergosensor

5. 

(k dispozici u 241P4QRY)

Off

Demo

Watt Watt
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6. Zabudovaná webkamera s mikrofonem

6. 

(k dispozici u 241P4QPYK)

6.1 

2.0

MB

6.2 
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7. Technické údaje

7. 

250 cd/m²

12 ms

USB

130mm



7. Technické údaje

241P4QPYK

0 BTU/hod. 0 BTU/hod. 0 BTU/hod.

241P4QPY

0 BTU/hod. 0 BTU/hod. 0 BTU/hod.
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7. Technické údaje

0 BTU/hod. 0 BTU/hod. 0 BTU/hod.

0

30000 hod. 
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7. Technické údaje

1. 

.
2. 

www.philips.
.

3. 
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7. Technické údaje

7.1 
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8. 

Video 

Ne Ne

Video 

Ne Ne
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9. Informace o regulaci

9. 
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9. Informace o regulaci

EPEAT
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9. Informace o regulaci
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9. Informace o regulaci
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9. Informace o regulaci
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9. Informace o regulaci
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10. 

10.1 
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10.2 

CSP
RTS

RTS

MSI
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CPS

Comel
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ASP
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11. 

11.1 

Attention

Check cable connection
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11.2 



47

Attention

Theft Deterrence is Enabled

11.3 



®

OSD.

1. 

2. 

3. 
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Philips.

11.4 
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