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1. Read this first

The latest User's Manual, Quick Start Guide and FAQ are available for download from
the Philips website.

1.1 Warning & Symbols

Refer to the following graphic symbols to alert you to important information:

o

|
A

Notes: useful information that help you get better use of the product.
Cautions: notices describing actions that may damage your product.
Warnings: instructions that must be followed. Failure to observe may damage
your product.

1.2 Safety guidelines

A

Use of controls, adjustments or procedures other than those specified in this
documentation may result in exposure to shock, electrical hazards and/or
mechanical hazards.

Read and follow these instructions when connecting and using your LED display:

Operation

5

Keep the LED display out of direct sunlight and away from stoves or any other
heat sources.

When positioning the LED display, make sure the power plug and outlet are easily
accessible.

Ensure the use of an approved power cable provided by Philips at all times. If
your power cable is missing, please contact your local service center.

Do not subject the display to severe vibration or high impact conditions during
operation.

Do not knock or drop the display during operation or transportation.

In order to maintain the best performance of your display and ensure a longer
lifetime, we strongly recommend using the display in a location that falls within

the following temperature and humidity ranges.

~

A Temperature: -20°C to 45°C (-4°F -113°F)
A Humidity: 10% to 80% RH, non-condensing
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o

Avoid rapid decrease in temperature when the relative humidity is high, as it
increases the risk of condensation forming. (see Appendix B. Dew point VS.
Relative Humidity on P. 36)

If your display does not operate normally, having followed the instructions set
out in this document, please contact a technician or your local service center.

Maintenance

To protect your display from possible damage, do not put excessive pressure on
the LED panel.

Unplug the LED display if you are not going to use it for an extensive period of
time.

If a foreign substance or water gets in your display, turn the power off
immediately and disconnect the power cable. Then remove the foreign substance
or water, and send the unit to the maintenance center.

Do not store the LED display in locations exposed to water, excessively moist
environment, heat, direct sunlight or extreme cold.

Grounding

The combination of multiple cabinets in an installation results in increased levels
of leakage current.

In order to avoid risk of electric shock due to high leakage current, proper
grounding of the installation is required.

Defeating the purpose of the grounding type plug will expose you to the risk of
electric shock.

Electricity and Safety

Do not use a damaged cable as it may result an electrical shock.

Do not touch the power plug with wet hands as it may result an electrical
shock.

Do not use a loose power plug, an unsecure connection may cause a fire.
Do not cut, bend, modify, place heavy objects, or step on the power cable.

Do not use this display near heat sources or in the presence of flammable
substances.
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To avoid electrical shock, use only supplied power cables and connect only
to properly grounded wall outlets.

Do not disconnect the power cable while the display is being used.
Do not block or otherwise obstruct access to the power plug at the wall.
Be extremely cautious when installing or moving this product.

The display has been calibrated prior to shipment from the factory. Improper
modifications will void your warranty.

Improper installation of peripherals/accessories may cause damage to the
product.

Do not lift the cabinet by the power cable or any cable. If any cable
disconnects, a product failure may result.

Any attempt to disassemble the product and the accessories by unauthorized
personnel may cause damage to the product or result in personal injury.

Personal protection

Do not use the product for any application until you have read, understood, and
know all the safety information contained in this user’s guide. Operating the
display without a proper awareness of safe use could lead to serious personal
injury.

Mind yourself while working with heavy loads and high voltage.

Contact with high voltage may cause death or serious injury. Always disconnect
power to the display cabinet or cabinets prior to servicing.

All personnel at the LED Video Board installation site are required to have
personal protection equipment (PPE) such as hard hats, safety glasses, gloves,
harnesses, and other appropriate safety equipment.

Equipment protection

This installation must be performed by authorized and qualified technical
personnel only.

Accredited safety officers must ensure the safety of the site, construction,
assembly, connection, use, dismantling, transport etc.

5
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Assembly parts are designed for use only with Philips displays.

LEDs use specific materials and manufacturing processing in order to achieve
unique advantages. Do not modify and/or replicate any components.

Ground the LED display screen before connecting the power source. Contacting
displays that are not earth-grounded may cause death or serious injury.

Structural & mounting components should be kept dry, clean, lubricated (only if
recommended), coated properly, and maintained in a manner consistent with part
design.

LED products must be installed and operated in a manner to reply on its design
and inspection a routine basis for security, wear, deformation, corrosion and any
other circumstances that may affect the load handling capability of the part.

We recommend inspections at regular intervals for all installations and increasing
in frequency for more critical installations. A part is damaged which may cause a
decrease in load capability. The part must be removed for service or replaced
immediately.

Always follow LED display screen installation instruction.

Contact the support technical person if user has any question regarding the safety
of an application. The manufacturer assumes no liability for incorrect, inadequate,

irresponsible or unsafe assembly of systems.

1.3 Electrical requirements

Power system
Power voltage must be in the range of the specification value.

It is recommended to use a power distribution system (a power distribution
system with a separate neutral and grounding conductor in order to avoid large
ground current loops due to voltage differences in the neutral conductor.

The total electrical installation should be protected by an appropriately rated
disconnect switch, circuit breakers.

The electrical installation must only be performed by a qualified electrician.
Electrical connections must comply with all applicable national and local codes.
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Cabling & Connection
All internal cabling must be properly connected and seated.

All power wiring must be from circuit breaker protected lines. Do not connect to
an unprotect circuit.

Do not route power and communication wires in the same conduit. Separate
conduits must be run for communication wires and power wires. However, fiber
optic wire may be run in the same conduit with power wires.

Grounding

The LED display screen must be properly grounded according the applicable
national and local codes.

Properly grounding every display cabinet is necessary as it is essential to prevent
shock, shock hazards, and fire hazards.

Lighting Strike Protection

A LED display screen cabinet bonder to an earth ground aims to dissipate the high
voltage and current from a lighting strike. The resistance of the grounding
electrode must be as low as possible. However, damage can still occur to a LED
display screen cabinet’s electronic equipment from lighting voltage transients.

Though some surge protection is incorporated into a LED display screen in order
to protect the display from high voltage lighting transients, surge protectors need

to be installed.
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1.4 Cleaning

If the LED display/cabinet becomes dusty, use an air blower which can produce air
flow to blow away dust.
Cautions when cleaning the display:

B Do not use a wet cloth to clean the LED display.

B Do not allow water or other liquid to enter the LED display.
H







































































































