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 Introduction
  Congratulations on your purchase and welcome to 
Philips! To fully benefi t from the support that Philips 
offers, register your product at www.philips.com/
welcome.

  Important
  Read this user manual carefully before you use the 
appliance and save it for future reference.

   Danger
 -     Keep the appliance dry.
 -     This symbol means: Forbidden to clean under a 

running tap  (Fig. 1) .

      Warning
 -     This appliance is not intended for use by persons 

(including children) with reduced physical, sensory 
or mental capabilities, or lack of experience and 
knowledge, unless they have been given supervision 
or instruction concerning 
use of the appliance by a person responsible for their 
safety.

 -     Children should be supervised to ensure that they 
do not play with 
the appliance.

      Caution
 -     Use and store the appliance at a 

temperature between 5°C and 35°C. 

      Electromagnetic fi elds (EMF)
 -     This Philips appliance complies with all standards 

regarding electromagnetic 
fi elds (EMF). If handled properly and 
according to the instructions in this user manual, the 
appliance is safe to use based on scientifi c evidence 
available today.

     Charging
  When you charge the shaver for the fi rst time or after 
a long period of disuse, let it charge continuously for 12 
hours. Charging normally takes approx. 8 hours.
  Charge the appliance when the motor stops or starts 
running slower.
  When the shaver is fully charged, it has a shaving time of 
up to 30 minutes.

  Do not leave the appliance connected to the mains for 
more than 24 hours.

     1  Switch off the shaver before you start charging it.

     2  Fold out the foldable plug (‘click’)  (Fig. 2) .

     3  Insert the foldable plug into the wall socket  (Fig. 3) .

 ,     The charging light goes on to indicate that the 
appliance is charging  (Fig. 4) .

       4  After charging, remove the shaver from the wall 
socket

     5  Press the release button (1) and 
fold the foldable plug back into the appliance (2) 
(‘click’)  (Fig. 5) .

    Using the appliance
     1  Remove the protection cap.

     2  Push the on/off slide upwards to switch on the 
shaver  (Fig. 6) .

     3  Move the shaving heads quickly over your skin. 
Make both straight and circular movements  (Fig. 7) .

   Note:  Shaving on a dry face gives the best results.

   Note:  Your skin may need 2 or 3 weeks to get accustomed 
to the Philips shaving system.

     4  Push the on/off slide downwards to switch off the 
shaver.

     5  Put the protection cap on the shaver to prevent 
damage to the shaving heads  (Fig. 8) .

    Cleaning and maintenance
  Regular cleaning guarantees better shaving performance.

  This shaver is not waterproof and cannot be cleaned 
under the tap. Keep the shaver dry.

  For the best cleaning results, we advise you to use the 
Philips Cleaning spray (HQ110).

   Every week: shaving unit and hair chamber

     1  Switch off the shaver.

     2  Brush the outside of the shaving unit with the 
brush supplied  (Fig. 9) .

     3  Pull the shaving unit off the shaver  (Fig. 10) .

     4  Brush the inside of the shaving unit  (Fig. 11) .

     5  Brush the hair chamber  (Fig. 12) .

     6  Put the shaving unit back onto the shaver.

      Every two months: shaving heads

   Note:  Do not use cleaning agents or alcohol to clean the 
shaving heads. Only use the HQ110 Shaving Head Cleaning 
Spray. 

     1  Switch off the shaver.

     2  Pull the shaving unit off the shaver  (Fig. 10) .

     3  Turn the wheel anticlockwise (1) and remove the 
retaining frame (2)  (Fig. 13) .
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     4  Remove the shaving heads from the shaving unit 
one by one  (Fig. 14) .

   Note:  Do not clean more than one cutter and guard at a 
time, since they are all matching sets. If you accidentally mix 
up the cutters and guards, it may take several weeks before 
optimal shaving performance is restored.

     5  Remove the cutter from the guard  (Fig. 15) .

     6  Clean the cutter with the short-bristled side of the 
brush  (Fig. 16) .

     7  Brush the guard  (Fig. 17) .

     8  Put the shaving heads back into the shaving unit. 

     9  Put the retaining frame back into the shaving unit 
and turn the wheel clockwise.

     10  Put the shaving unit back onto the shaver.

     Tip:  For optimal shaving performance, we 
advise you to lubricate the shaving heads with a drop of 
sewing machine oil every six months.

   Storage 
 -     Put the protection cap on the shaver after use to 

prevent damage to the shaving heads  (Fig. 8) .

    Replacement
  Replace the shaving heads every two years for optimal 
shaving results.
  Replace damaged or worn shaving heads with HQ4+ 
Philips Micro+  Lift & Cut 
Shaving Heads.

     1  Switch off the shaver.

     2  Pull the shaving unit off the shaver 
(Fig. 10) .

     3  Turn the wheel anticlockwise (1) and remove the 
retaining frame (2)  (Fig. 13) .

     4  Remove the shaving heads from the shaving unit 
and replace them with new ones  (Fig. 14) .

     5  Put the retaining frame back into the shaving unit 
and turn the wheel clockwise.

     6  Put the shaving unit back onto the shaver.

    Accessories
  To retain the top performance of your shaver, make sure 
you clean it regularly 
and replace its shaving heads at the 
recommended time.

   Shaving heads
 -     We advise you to replace your shaving heads every 

two years. Always replace with HQ4+ Philips Micro+ 
Lift & Cut Shaving Heads  (Fig. 18) 

      Cleaning
 -     Use Cleaning Spray (HQ110, not 

available in some countries) to clean the shaving 
heads thoroughly.

     Environment
 -     Do not throw away the appliance with the normal 

household waste at the end of its life, but hand it in 
at an offi cial collection point for recycling. By doing 
this, you help to preserve the environment  (Fig. 19) .

 -     Batteries contain substances that may pollute 
the environment. Do not throw away empty 
batteries with the normal household waste, but 
dispose of them at an offi cial collection point for 
batteries. Always remove the rechargeable batteries 
before you discard and hand in the appliance at an 
offi cial collection point.

   Disposal of the rechargeable battery

  Only remove the rechargeable battery when it is 
completely empty.

     1  Disconnect the shaver from the mains.

     2  Let the shaver run until it stops, undo the screw on 
the back of the shaver (1) and lift the back panel off 
the shaver (2)  (Fig. 20) .

     3  Remove the rechargeable 
battery  (Fig. 21) .

  Do not connect the shaver to the mains again after the 
battery has been removed.

       Guarantee and service
  If you need service or information or if you have a 
problem, please visit the Philips website at www.philips.
com or contact the Philips Consumer Care Centre 
in your country (you fi nd its phone number in the 
worldwide guarantee leafl et). If there is no Consumer 
Care Centre in your country, go to your local Philips 
dealer.

   Guarantee restrictions
  The shaving heads (cutters and guards) are not covered 
by the terms of the international guarantee because they 
are subject to wear.

   Troubleshooting

Problem   Solution

  The shaver 
does not shave 
as well as it 
used to.

  You may not have cleaned the 
appliance properly. Clean the shaving 
heads thoroughly (see chapter 
‘Cleaning and maintenance’).

Problem   Solution

    Long hairs may be obstructing the 
shaving heads. Clean the cutters 
and guards properly with the brush 
supplied (see chapter ‘Cleaning and 
maintenance’).

    The shaving heads may be damaged 
or worn. Replace the shaving heads 
(see chapter ‘Replacement’).

    The batteries may be 
running low. Recharge 
the shaver (see chapter ‘Charging’).

  The 
shaver does 
not switch on 
when I push 
the on/off slide 
upwards.

  The batteries may be empty. 
Recharge the shaver (see chapter 
‘Charging’).

   
ภาษาไทย

 ขอมลูเบื้องตน

ขอแสดงความยนิดทีี่คณุสั่งซื้อและยนิดตีอนรบัสูผลติภณัฑของ Philips! เพื่อใหคณุได

รบัประโยชนอยางเตม็ที่จากบรกิารที่ 

Philips มอบให โปรดลงทะเบยีนผลติภณัฑของคณุที่ 

www.philips.com/welcome    

  ขอสาํคญั

ควรอานคูมอือยางละเอยีดกอนใชงานและเกบ็ไวเพื่อใชอางองิในครั้งตอไป  

   อนัตราย

 -     ควรเชด็เครื่องใหแหงสนทิ

 - เครื่องหมายนี้แสดงวา: หามทาํความสะอาดเครื่องโดยเปดนํ้ากอกใหไหลผาน

เครื่อง    

      คาํเตอืน

 - ไมควรใหบคุคล (รวมทั้งเดก็เลก็) ที่มสีภาพรางกายไมแขง็แรงหรอืสภาพจติใจ

ไมปกต ิหรอืขาดประสบการณและความรูความเขาใจ นาํเครื่องนี้ไปใชงาน เวน

แตจะอยูในการควบคมุดแูลหรอืไดรบัคาํแนะนาํในการใชงานโดยผูที่รบัผดิชอบ

ในดานความปลอดภยั

 - เดก็เลก็ควรไดรบัการดแูลเพื่อปองกนัไมใหเดก็นาํผลติภณัฑนี้ไปเลน    

      ขอควรระวงั

 - ใชและจดัเกบ็เครื่องโกนหนวดไวที่อณุหภมูริะหวาง 5°C และ 35°C     

      Electromagnetic fields (EMF)

 - ผลติภณัฑของ Philips ไดมาตรฐานดานคลื่นแมเหลก็ไฟฟา (EMF) หากมกีาร

ใชงานอยางเหมาะสมและสอดคลองกบัคาํแนะนาํในคูมอืนี้ คณุสามารถใช

ผลติภณัฑไดอยางปลอดภยัตามขอพสิจูนทางวทิยาศาสตรในปจจบุนั    

     การชารจแบตเตอรี่

ในการชารจไฟครั้งแรกหรอืหลงัจากที่ไมไดใชงานเครื่องโกนหนวดเปนเวลานาน ควร

ชารจไฟทิ้งไวตอเนื่องนาน 12 ชั่วโมง ปกตเิวลาชารจไฟจะใชเวลาประมาณ 8 ชั่วโมง

ชารจเครื่องโกนหนวดเมื่อมอเตอรหยดุทาํงานหรอืเริ่มทาํงานชาลง

เมื่อชารจไฟจนเตม็เรยีบรอยแลว สามารถใชงานเครื่องโกนหนวดแบบไรสายไดนาน

ถงึ 30 นาท ี 

  คาํเตอืน: หามเชื่อมตอเครื่องโกนหนวดเขากบัสายไฟหลกันานเกนิ 24 ชั่วโมง

     1  ปดการใชงานเครื่องโกนหนวดกอนเริ่มตนชารจไฟ

     2  ดงึขาเสยีบออกมา (เสยีงดงั ‘คลกิ’)  (รปูที่ 2) 

     3  เสยีบปลั๊กไฟเขากบัเตารบับนผนงั  (รปูที่ 3) 

 , สญัญาณไฟจะสวางขึ้น เพื่อแสดงใหทราบวาเครื่องกาํลงัชารจไฟ

อยู      (รปูที่ 4) 

       4  ถอดเครื่องโกนหนวดออกจากเตาเสยีบ หลงัจากชารจเสรจ็แลว

     5  กดปุมปลดลอ็ค (1) แลวพบัขาเสยีบกลบัเขาไปในตวัเครื่อง (2) (เสยีง

ดงั ‘คลกิ’)  (รปูที่ 5) 

    การใชงาน

     1  ถอดฝาครอบปองกนัออก

     2  เลื่อนสวติชเปด/ปดไปดานหนาเพื่อเปดใชงาน

 (รปูที่ 6) 

     3  เคลื่อนหวัโกนไปตามผวิหนงั ทั้งในแนวตรงและวนไปมาอยาง

รวดเรว็  (รปูที่ 7) 

   หมายเหต:ุ  ใชโกนหนวดขณะผวิแหงจะไดผลดทีี่สดุ

   หมายเหต:ุ  อาจตองใชเวลาประมาณ 2 หรอื 3 สปัดาหเพื่อใหผวิของคณุปรบั

สภาพใหเหมาะสมกบัเครื่องโกนหนวด Philips

     4  เลื่อนสวติชเปด/ปดไปดานหลงัเพื่อปดการทาํงาน

     5  ปดฝาครอบหวัโกนลงบนเครื่องโกนหนวดทกุครั้ง เพื่อปองกนัไมใหหวั

โกนชาํรดุ  (รปูที่ 8) 

    การทาํความสะอาดและบาํรงุรกัษา

ควรทาํความสะอาดเปนประจาํ เพื่อใหการใชงานเปนไปอยางมปีระสทิธภิาพ  

คาํเตอืน: ควรใชงานและเกบ็ในที่แหง เนื่องจากเครื่องโกนหนวดรุนนี้ไม

สามารถกนันํ้าและลางทาํความสะอาดดวยนํ้าประปาได  

เพื่อใหไดผลลพัธการทาํความสะอาดที่ดทีี่สดุ ขอแนะนาํใหใชสเปรยทาํความสะอาด

ของ Philips (HQ110)  

ทกุสปัดาห: อปุกรณในการโกนหนวดและชองเกบ็เศษหนวด   

     1  ปดสวติซเครื่องโกนหนวด

     2  ทาํความสะอาดดานนอกของหวัโกนดวยแปรงที่จดัมาให  (รปูที่ 9) 

     3  ดงึชดุหวัโกนออกจากเครื่องโกนหนวด  (รปูที่ 10) 

     4  ทาํความสะอาดภายในชดุหวัโกน  (รปูที่ 11) 

     5  ทาํความสะอาดชองเกบ็เศษหนวด  (รปูที่ 12) 

     6  ประกอบชดุอปุกรณโกนหนวดกลบัเขาที่เดมิ

      ทกุๆ 2 เดอืน: หวัโกน

   หมายเหต:ุ  ไมควรใชนํา้ยาหรอืแอลกอฮอลทําความสะอาดหวัโกน ควรใชส

เปรยนํา้ยาทําความสะอาดหวัโกนรุน HQ110 เทานั้น 

     1  ปดเครื่องโกนหนวด

     2  ดงึชดุหวัโกนออกจากเครื่องโกนหนวด  (รปูที่ 10) 
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ทิ้งแลวของทางการ โดยถอดแบตเตอรี่ที่ชารจไดออกกอนทิ้ง แลวสงเครื่องใหกบั

ศนูยรวบรวมของทางการ    

   การทิ้งแบตเตอรี่ที่ชารจใหมได

คาํเตอืน: ควรถอดแบตเตอรี่ที่ชารจใหมไดออก เมื่อประจไุฟฟาหมดแลว

เทานั้น  

     1  ปลดเครื่องโกนหนวดออกจากเตาเสยีบสายเมน

     2  เปดเครื่องโกนหนวดใหทาํงานจนกวาเครื่องจะหยดุ ไขสกรทูี่ดานหลงั

เครื่อง (1) แลวถอดแผงดานหลงัเครื่องออก (2)  (รปูที่ 20) 

     3  ถอดแบตเตอรี่ที่ชารจใหมไดออก  (รปูที่ 21) 

คาํเตอืน: หลงัจากที่ถอดแบตเตอรี่ออกแลว ไมควรตอสายไฟเขากบัเครื่อง

โกนหนวดอกี  

       การรบัประกนัและบรกิาร

หากคณุตองการขอรบับรกิารหรอืตองการทราบขอมลู โปรดเขาชมเวบ็ไซตของ Philips 

ไดที่ www.philips.com หรอืตดิตอศนูยบรกิารดแูลลกูคาของบรษิทั Philips ในประเทศ

ของคณุ (หมายเลขโทรศพัทของศนูยบรกิารฯ อยูในเอกสารแผนพบัเกี่ยวกบัการรบั

ประกนัทั่วโลก) หากในประเทศของคณุไมมศีนูยบรกิาร โปรดตดิตอตวัแทนจาํหนาย

ผลติภณัฑของบรษิทั Philips ในประเทศ  

   ขอจาํกดัในการรบัประกนั

  หวัโกน (ใบมดีและฝาครอบ) ไมอยูในเงื่อนไขการรบัประกนัทั่วโลก เนื่องจากเปน

สนิคาที่ตองสกึหรอตามปกตเินื่องจากการใชงาน

   การแกปญหา

ปญหา การแกปญหา

เครื่องโกนหนวดทาํงาน

ไดไมดเีทาเดมิ

คณุอาจทาํความสะอาดไมดพีอ ควรทาํความสะอาด

หวัโกนใหทั่วถงึ (ดไูดจากบท ‘การทาํความสะอาดและ

การบาํรงุรกัษา’)

  อาจมเีศษหนวดขนาดยาวตดิอยูในหวัโกน ทาํความ

สะอาดใบมดีและฝาครอบดวยแปรงที่จดัมาให (ดไูด

จากบท ‘การทาํความสะอาดและการบาํรงุรกัษา’)

  หวัโกนอาจชาํรดุหรอืเสยีหาย ใหเปลี่ยนหวัโกน (ดไูด

จากบท ‘การเปลี่ยนอะไหล’)

  แบตเตอรี่ใกลหมด  ใหชารจเครื่องโกนหนวดใหม (ดไูด

จากบท ‘การชารจแบตเตอรี่)

เครื่องโกนหนวดไม

ทาํงาน เมื่อเลื่อนปุม

เปด/ปดไปดานหนา 

แบตเตอรี่หมด  ใหชารจเครื่องโกนหนวดใหม (ดไูดจาก

บท ‘การชารจแบตเตอรี่)

   

     3  หมนุเฟองทวนเขม็นาฬกา (1) และเลื่อนโครงยดึ (2) ออก  (รปูที่ 13) 

     4  ถอดหวัโกนออกจากชดุหวัโกนทลีะชดุ  (รปูที่ 14) 

   หมายเหต:ุ  หามลางใบมดีและฝาครอบมากกวาหนึ่งชดุในเวลาเดยีวกนั เพราะ

แตละชดุจดัเตรยีมมาใหเขาชดุกนั ในกรณทีี่เกดิการสบัเปลี่ยนโดยบงัเอญิ 

อาจตองใชเวลา 2-3 สปัดาห เพื่อใหเครื่องโกนหนวดปรบัสภาพการทํางานให

เขากบัชดุใบมดีนั้นๆ ไดดดีงัเดมิ

     5  ถอดใบมดีออกจากฝาครอบ  (รปูที่ 15) 

     6  ใชแปรงดานที่สั้นปดทาํความสะอาดใบมดี  (รปูที่ 16) 

     7  ใชแปรงปดทาํความสะอาดฝาครอบ  (รปูที่ 17) 

     8  ประกอบหวัโกนเขากบัชดุหวัโกนตามเดมิ  

     9  ประกอบโครงยดึกลบัเขาไปในชดุหวัโกนแลวหมนุเฟองตามเขม็

นาฬกา

     10  ประกอบชดุอปุกรณโกนหนวดกลบัเขาที่เดมิ

     เคลด็ลบั:  เพื่อประสทิธภิาพการโกนหนวดที่ด ีควรหยดนํา้มนัจกัรลงบนหวัโก

นทกุๆ หกเดอืน

   การจดัเกบ็ 

 - ปดฝาครอบหวัโกนลงบนเครื่องโกนหนวดหลงัเลกิใชงานทกุครั้ง เพื่อปองกนัไม

ใหหวัโกนชาํรดุ      (รปูที่ 8) 

    การเปลี่ยนอะไหล

  ควรเปลี่ยนชดุหวัโกนทกุๆ 2 ป เพื่อการโกนหนวดอยางมปีระสทิธภิาพ

เปลี่ยนชดุหวัโกนที่ชาํรดุหรอืสกึหรอดวยชดุหวัโกน Philips รุน HQ4+ หวัโกนระบบ 

Lift & Cut รุน Micro+  

     1  ปดเครื่องโกนหนวด

     2  ดงึชดุหวัโกนออกจากเครื่องโกนหนวด  (รปูที่ 10) 

     3  หมนุเฟองทวนเขม็นาฬกา (1) และเลื่อนโครงยดึ (2) ออก  (รปูที่ 13) 

     4  ถอดหวัโกนออกจากชดุหวัโกนแลวแทนที่ดวยอนัใหม  (รปูที่ 14) 

     5  ประกอบโครงยดึกลบัเขาไปในชดุหวัโกนแลวหมนุเฟองตามเขม็

นาฬกา

     6  ประกอบชดุอปุกรณโกนหนวดกลบัเขาที่เดมิ

    อปุกรณเสรมิ

เพื่อรกัษาประสทิธภิาพการทาํงานของเครื่องโกนหนวด โปรดทาํความสะอาดเครื่อง

อยางสมํ่าเสมอและเปลี่ยนหวัโกนตามระยะเวลาที่แนะนาํ  

   หวัโกน

 - เราขอแนะนาํใหคณุเปลี่ยนหวัโกนทกุๆ สองป โดยใชหวัโกน Philips รุน 

HQ4+ Micro+ Lift & Cut Shaving Heads      (รปูที่ 18) 

      การทาํความสะอาด

 - ใชสเปรยทาํความสะอาด (HQ110 มจีาํหนายในบางประเทศเทานั้น) เพื่อ

ทาํความสะอาดหวัโกนใหสะอาดอยางทั่วถงึ    

     สิ่งแวดลอม

 - หามทิ้งผลติภณัฑนี้รวมกบัขยะในครวัเรอืนทั่วไป เมื่อหมดอายกุารใชงานแลว 

ควรทิ้งลงในถงัขยะสาํหรบันาํกลบัไปใชใหมได (รไีซเคลิ) เพื่อชวยรกัษาสภาวะ

สิ่งแวดลอมที่ดี

 - ภายในแบตเตอรี่อาจประกอบดวยสารที่เปนพษิตอสิ่งแวดลอม หามทิ้งแบตเตอรี่

ที่หมดแลวรวมกบัขยะจากครวัเรอืนทั่วไป ควรสงไปยงัศนูยรวบรวมแบตเตอรี่ที่
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