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How to recharge the Philips LED Inspection lamp
Aufladen der Philips LED-Inspektionslampe

Recharger la lampe baladeuse a LED Philips

Opladen van de Philips LED-inspectielamp

Cémo recargar la l[dmpara de inspeccién LED Philips
Come ricaricare la lampada di ispezione a LED Philips
Como recarregar a lampada de inspec¢ao LED da Philips

Kak npowssecTi nepesapsAKy CBETOAMOAHOMO
MHCNeKUnoHHoro goHaps Philips

tadowanie lampy inspekcyjnej LED Philips
Ladda upp Philips inspektionslampa med LED
Hvordan lade opp Philips LED-inspeksjonslampe
Sadan oplades Philips LED inspektionslampe
Miten lataat Philips LED-tarkastuslampun
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Maintenance
Wartung
Entretien
Onderhoud
Mantenimiento
Manutenzione
Manutengao

TexHuueckoe
CAY)KMBaHME

Konserwacja
Underhdll
Vedlikehold
Vedligeholdelse
Huolto




Technical specifications
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Operating line voltage

Power consumption

Number of LED

LEDs type wide beam

Light output

Beam angle

Color temperature

Impact protection rating

Ingress protection rating

Operating temperature

Storage temperature

Lamp dimensions

Product weight (with docking station)
Product weight (without docking station)

360° hook

Powerful magnet

‘Working indication

Battery runtime

Charging time

Plug

100~240V/

Philips Lumileds

220 lumens

6500 K

K09

P66

-10°C to 50°C

-20°C to 60°C

250 x 56 x 57 mm

660 g
400 g

360° adjustable hook

Integrated

Yes

4 hours

4 hours

European plug



LED Range overview

Pen Professional  Pen Premium CBL20 CBL30

LED Penlight LED Inspection lamps
with cables

LED Inspection lamps
rechargeable
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